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ID 369

High density vertical female 
connector with a contact spacing of 
1,27 mm. These parts are compati-
ble with industries standard products 
and available on reel or in tube 
packaging.

2 rows
4/6/8/10/12/14/16/18/20/22/24/26

1,27 mm through hole

ID 370

High density horizontal female 
connector with a contact spacing 
of 1,27 mm. These parts are com-
patible with industries standard 
products and available on reel or in 
tube packaging.

2 rows
4/6/8/10/12/14/16/18/20/22/24/26

1,27 mm through hole

SMD1,25 mm
1 row
2 - 15

Pinheaders for SMD mount in a 
1,25 mm pitch with aditional solder 
pads. Compatible with industries 
standard.

427ID

through hole1,25 mm
1 row
2 - 15

Pinheaders for trough hole and 
SMD mount in a 1,25mm pitch. 
Compatible with industries standard.

426ID

ID 425

Crimphousings with a 1,25mm 
pitch. Compatible with industries 
standard.

1 row
2 - 15

1,25 mm other

ID 439

Crimpcontacts for use with 
BLC125-0395 housings.

1,25 mm other

  
 

 

 

  
 

 

 

  
 

 

 

through hole
2 rows

20

Plug or socket connector, DIN 
41622 compliant,  in a special 
20-way version.

385ID

through hole
2 / 3 rows

8, 12, 16, 20, 30

Socket connector, DIN 41622 
compliant, with solder contacts for 
wire-mount.

384ID

through hole
2 / 3 rows

8, 12, 16, 20, 30

Plug connector, DIN 41622 
compliant, with solder contacts for 
wire- or PCB-mount.

383ID

BL 2/15 - 0400XTT BL 2/15 - 0580XTT

STL 125-0470 CSV/STL 125-0420 CSPSTL 125-0470 CSA/STL 125-0420 CSG

BLC 125-0395 CC 125-28/32

  

 11-01XX-XX-20

11-01XX-00/20-XX11-010X-XX-XX

 

14• 1,27 mm IDC connectors
• 1,25 mm crimp connectors
• 2,54 mm crimp connectors
• 3,00 mm crimp connectors

WIRE-TO-BOARD CONNECTORS

2| WIRE-TO-BOARD CONNECTORS

PRODUCT GROUP
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ID 428

Special Pinheaders for use with 
BLC1-1290.

1 row
2 - 20

2,54 mm through hole

ID 429

Special Pinheaders for use with 
crimphousings with locking feature.

1 row
2 - 12

2,54 mm through hole

other2,54 mm

Crimpcontacts for use with 
BLC1-XXXX housings.

442ID

other2,54 mm
1 row
2 - 12

Crimphousings with a 2,54 mm 
pitch witch polarisation and locking 
feature. Compatible with industries 
standard.

432ID

ID 431

Crimphousings with a 2,54 mm 
pitch witch polarisation feature. 
Compatible with industries stan-
dard.

1 row
1 - 20

2,54 mm other

ID 441

Crimpcontacts for use with 
BLC1-1290 housings.

2,54 mm other

other2,54 mm

Crimpcontacts for use with 
BLCX-1400 housings.

440ID

other2,54 mm
1 / 2 rows

2 - 15

Crimphousings with a 2,54 mm 
pitch in 1 and 2 rows version. 
Compatible with industries stan-
dard.

430ID

through hole1,27 mm
2 rows

4/6/8/10/12/14/16/18/20/22/24/26

High density male connector for 
board to board connections. These 
parts are compatible with industries 
standard products and available on 
reel or in tube packaging.

373ID

insulation displacement1,27 mm
2 rows

4/6/8/10/12/14/16/18/20/22/24/26

High density male IDC-termination 
connectors with shrouded pins. 
These parts are compatible with 
industries standard products and 
available on reel or in tube packaging.

372ID

insulation displacement1,27 mm
2 rows

4/6/8/10/12/14/16/18/20/22/24/26

High density male IDC-termination 
connector. These parts are com-  
patible with industries standard 
products and available on reel or in 
tube packaging.

371ID

SMD1,27 mm
2 rows

4/6/8/10/12/14/16/18/20/22/24/26

High density surface mount vertical 
female connector with a contact 
spacing of 1,27. These parts are 
compatible with industries standard 
products and available on reel or in 
tube packaging.

374ID

STL 1-1140 STL 1-1143 CS

CCB 1-22/28BLC 1-XXXX

BLC 1-1290 CC 1-24/30

CC 1-22/26BLC 1-1400 / BLC 2-1400

STL 2/15-0370GTTSTL 2/15-0510IDC

STL 2-0510IDCBL 2/15-0530XTT
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ID 437

Double row, vertical SMD pin hea-
ders for use with BL23-1400.

2 rows
2 - 24

3,00 mm SMD

ID 438

Double row, parallel SMD pin hea-
ders for use with BL23-1400.

2 rows
2 - 24

3,00 mm SMD

through hole3,00 mm
2 rows
2 - 24

Double row, through hole pin hea-
ders for use with BL23-1400.

436ID

through hole3,00 mm
1 row
2 - 12

Single row, through hole pin hea-
ders for use with BL13-1420.

435ID

other3,00 mm

Crimpcontacts for use with 
STLX3-1690 housings.

444ID

other3,00 mm
1 / 2 rows

2 - 12 / 2 - 24

Crimphousings and pincontacts for 
wire to wire applications featuring 
a 3,00 mm pitch. Compatible with 
industries standard.

434ID

other3,00 mm

Crimpcontacts for use with 
BLCX3-14XX housings.

443ID

other3,00 mm
1 / 2 rows

2 - 12 / 2 - 24

Crimphousings and socketcontacts 
with a 3,00 mm pitch. Compatible 
with industries standard.

433ID

  

  

STL 23-0990 V STL 23-0990 P

STL 23-0990STL 13-0990

CCS 3-20/24STLC 13-1690 / STLC 23-1690

CC 3-20/24BLC 13-1420 / BLC 23-1400
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ID  

 

 
  

ID  

 

 
  

  
 

 

 ID

Multi outlet strips up to 6 outlets.

453ID

ID 451

Power outlets in many different 
mountingstyles. Versions for cold, 
warm and hot applications.

ID 452

Power outlets for PCB-mount. 
Versions for cold, warm and hot 
applications.

Power in- and outlets for cable-
mount. Versions for cold, warm and 
hot applications.

450ID

Power inlets for PCB-mount. 
Versions for cold, warm and hot 
applications.

449ID

Power inlets with fuse and switch. 
Switch can be illuminated as well.

448ID

Power inlets in many different 
mountingstyles. Versions for cold, 
warm and hot applications.

447ID

  
 

 

 

  
 

 

 

  

 Multi outlet strips

Power Outlets Power Outlets for PCB-Mount

Power In- and Outlets for cablemountPower Inlets for PCB-Mount

Power Inlets with fuse and switchPower Inlets

  

 

15• Versions with fuse and switch
• Cable connectors
• Multi outlet strips

POWER IN- AND OUTLETS 
ACCORDING IEC 60320

9| POWER IN- AND OUTLETS ACCORDING IEC 60320

PRODUCT GROUP



Pinheader with integrated coding 
and spacing feature.

Socket connector with special inte-
grated spacer, coding feature and 
a co planarity requirement of less 
then 0,1mm.

Special pinheader with staggered 
layout and a special peak of the 
pin.

Stamped contact with very tight 
tolerances as a replacement of a 
turned part.

Edge card connector with special 
plating requirements.

Special socket contact arrangement 
for a docking station.

Special edge card connector with 2 
switching contacts. Can be loaded 
in may variations to meet different 
customer applications.

Special socket connector with 
integrated locking spacer.

Special cable set, using a flexible 
printed circuit board to adapt a 
0,5mm pitch connector to a 2,54mm 
pin header.

Special device carrier to adapt a 
SMD-board to a through hole DIL-
layout.

  
 

 

 

  
 

 

 

Pinheader Precission Socket Connector

PinheaderMulti Finger Contact

Edge Card Connector Socket Contact Arrangement

Edge Card ConnectorSocket Connector

Cable JumperSMD To Through Hole Adapter

  

SpecialPlease visit our webpage for updated informations.

CUSTOMER SPECIFIC PRODUCTS

1| PRECISION IC SOCKETS
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All we need is your idea. Our team of experienced en-
gineers and technicians will then work with you to fi nd 
you the optimum solution.  A structured project manage-
ment will ensure continuous monitoring of functionality, 
quality, costs and deadlines.

Your idea

Using the latest 3D-CAD software we create a three-
dimensional model of your component in a very short 
time. This model can immediately be implemented in 
your construction. We will realise your ideas from the 
construction of the component to entire assembly lines 
and testing facilities.

Realisation

Subsequently an experienced construction team will 
transfer your solution into high quality tools and manu-
facturing facilities.

Construction of tools

Our highly motivated sales team will be your compe-
tent contact throughout the whole period of your order. 
Changes of your schedule or special logistic programs 
are no problem at all.

Customer service

After the completion of the tools you will receive sam-
ples for approval and an initial sample inspection report

Sampling

Our state-of-the-art, fully air-conditioned tool shop en-
sures a precise and short-term realisation of your con-
structions.  We own several NC-controlled wire and sink 
eroding machines as well as a variety of milling, turning 
and grinding machines.

Production of tools

>>

>>
>>

>>
>>

>



 

We provide our own stamping, the manufacturing of 
precision contacts and a multitude of different fully 
automatic assembly machines for connectors. Quality 
management throughout the entire manufacturing proc-
esses, employing the latest optical measuring units, and 
an optional complete documentation of critical values is 
a matter of course.

Manufacturing

With our large number of different manual worksta-
tions we can further process connectors and manufac-
ture complete modules for you. Larger volumes can be 
outsourced to our plant in Hungary to guarantee you 
superb quality at very competitive prices.

Further processing

Our company’s main focus surely lies on quality manage-
ment - of course we are ISO 9001:2000 certifi ed. We 
utilize a number of different measuring microscopes and 
measuring devices as well as our own spectrum analyser 
which enables us to determine the composition of mate-
rials and the thickness of plating’s.

Quality management

Our optimally organized shipping department ensures, 
that our customers are provided with the right compo-
nents at the time.

Delivery

> >>

>>
>>

>>
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