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LIGHTING CONNECTORS IP66 LIGHTING CONNECTORS IP66
Easy, Safe
and Cost-Effective
external connection of solid or fixing nut M20 APPLICATIONS

flexible conductors up to 2.5 mm? — moisture-proof luminaires

— industrial lighting
— parking garages

— warehouses

ADVANTAGES

— extremely quick connection of moisture-proof

and industrial luminaires
—no need to open the luminaire
— cost-effective by using fewer components

connecting cables
07.5-12.5mm

2K cable bushing
with moulded gaskets

I I I |
L' | 16a PA 6, TPE
@)5 KEMA 400V UL 94: V-2
| | | |
resec | [05.25! IP66 |
EN 60598 | mm? | |
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PRODUCT RANGE LIGHTING CONNECTORS IP66
Lighting Connectors [P66
More infomation online VE?BTSI.IITEE
LIGHTING CONNECTORS
IP66
LCS 75 R
5 pole L — .
for diameter M25 _____7____“———““‘_
LIGHTING CONNECTORS I
IP66 e
LCS 75/ .. e
2 and 3 pole _7_7___——""‘__"_
for diameter M20 ) 7___,,_,———"‘_'_“
ABK 75/ 3
cover fo complete
through-wiring
UPON REQUEST

assembly tool for OEM
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https://www.adels-contact.com/lighting-connectors-ip66.html
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INSTALLATION LIGHTING CONNECTORS 1P66
LCS 75 — Intelligent Connection Solution for IP66
GROMMET

Moisture-Proof Luminaires o
CLOSING THE BUSHING

maximum torque: 0.7 Nm

FLEXIBLE CONDUCTORS

release key for easy handling

SOLID CONDUCTORS

easy pushing in

DISMANTLING AND CUTTING

69 mm (PE)
NO NEED TO OPEN 60 mm (L) |

THE LUMINAIRE STRIPPING

17 mm

ADVANTAGES

—the LCS 75 reduces time needed for electrical installation to a minimum
—IP66: high protection — ideally suited for moisture-proof and industrial

luminaires

Step-by-step installation available under

www.adels-contact.de/link/PlaylistTutorials
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https://youtu.be/PhoV2gGhAQc

